


New horizons 
in the natural 
stone industry

Natural beauty, 
surprisingly different.

At home in the heart 
of the Swiss Alps.

Our headquarters is in Switzerland. This is where our heart
lies and where we keep experimenting to develop new
and innovative applications for our natural stone. Our two
production facilities in India and Malaysia supply our high
quality stone, while our regional sales hub in Kuala
Lumpur is responsible for distribution in Asia. We believe in
success through cooperation. Together with our partners,
we export the Skinrock success story all over the world.



New horizons 
in the natural 
stone industry

Natural beauty, 
surprisingly different.

Created by Nature. Perfected by Innovation.
Using a revolutionary process, natural stone is bonded to a flexible carrier foil with
the help of a specialized adhesive. This technique makes the stone as flexible as
bamboo, while retaining the visual appeal of solid stone once installed. Each 
veneer is just millimeters thick, exceptionally lightweight, and highly adaptable. 
Skinrock can be precisely cut to fit the tightest corners and effortlessly conforms 
to uneven or curved surfaces.

With its natural texture and feel, our stone enhances any space, whether indoors 
as flooring, on facades, or in bathrooms. Versatile and easy to handle, Skinrock
represents the future of natural stone applications.



Razor 
thin.

Real stone.

One Stone. 
Endless Possibilities.
Skinrock offers a wide array of benefits: crafted by nature,
it's exceptional thinness and lightweight design are just the
beginning. Its remarkable flexibility, choice of two sizes,
and unique translucency set it apart as a true revolution in
the natural stone industry.

With universal applicability indoors and outdoors, Skinrock
veneers meet the demands of virtually any project.
Additionally, our commitment to sustainability ensures a
reduced carbon footprint and the preservation of natural
stone resources—for the benefit of future generations.



Razor 
thin.

Real stone.

Skinrock is real stone,  
as natural and textured  
as the earth itself. Each  
of the available designs
captivates with its
distinctive style and
unique texture. The
rough finish and three
dimensional surfaces
bring to mind the
breathtaking beauty 
of mountain massifs
around the world.

With a thickness of just 1.5 to
3 mm, Skinrock is significantly
lighter and thinner than any
conventional stone slab. This
breakthrough is made possible
by our innovative production
process, where natural stone
is bonded to a flexible carrier
film using a specialized
adhesive. Skinrock not only
conserves natural resources
during manufacturing but also
simplifies installation. Its
lightweight design and easy
handling allow for quick
installation by just one person.
Another standout feature:
Skinrock saves valuable space
compared to traditional stone
slabs, making it the smarter
choice for modern
applications.



Light 
weightFlexible 

TranslucentLarge 
scale.
Skinrock is available in a standard 4x8 ft
panel. Just one panel can cover a room 
with a normal ceiling height. On request, 
we can special-order oversized 5x10 ft 
panels or 2x4 ft smaller panels for a 
different look.



Light 
weightFlexible 

Translucent

Skinrock is available in a standard 4x8 ft
panel. Just one panel can cover a room 
with a normal ceiling height. On request, 
we can special-order oversized 5x10 ft 
panels or 2x4 ft smaller panels for a 
different look.

Due to the revolutionary production
process, each veneer is just a few
millimeters thick and is as flexible as  
bam-boo. It can be effortlessly adapted 
to round surfaces, cut into any shape 
and fitted in the smallest corners.

Skinrock is even suitable for rounded
objects, pillars and curved walls.

Skinrock captivates with its rich grain and
structured, unmistakable surfaces. Our ultra-
thin slate, sandstone, and quartzite veneers 
can be backlit, creating a unique ambiance 
and mood that transforms any space.

When it comes to creativity, the possibilities 
are endless. Skinrock is perfect for a variety 
of applications, from floors and walls to
lampshades and even art objects like
sculptures. Its versatility ensures seamless
adaptation to any surface, delivering an
unparalleled atmosphere for every project.

In a class by itself, Skinrock’s light-
weight design typically weighs less 
than 20 lbs. per 4x8 sheet. This allows 
for easy installation by just one  
person. The advantages of its light-
weight construction extends beyond 
installation. Skinrock veneers save 
valuable space and require fewer 
resources for transport, making them 
an efficient and sustainable choice 
for any project.



The fierce beauty of 
alpine mountain ranges. 
Wherever you want it.

Environmental cycle assessment 2021: A Greener Choice
Skinrock products demonstrate up to 50% fewer emissions compared to conventional  
stone and ceramic tiles, making them an environmentally conscious choice. 

In 2021, Skinrock conducted a comprehensive evaluation of the greenhouse gas emissions associated with their products.  
The assessment, performed on a cradle-to-grave basis, compared emissions from 1m² of Skinrock (quartzite and slate) to those  
of natural stone tiles and ceramic tiles. 

The results are compelling: Skinrock quartzite emits 19.2 kgCO2e/m2; Skinrock slate amounts to 18.1 kgCO2e/m2. This is considerable  
eading edge when compared to conventional stone or ceramic tiles: The total emissions in the life cycle of natural stone tiles are  
double this amount (39.1 kgCO2e/m2.) and ceramic tiles emit a total of 25.0 kgCO2e/m2. 

Skinrock’s quartzite and slate products emit, on average, 25% to 50% less greenhouse gases throughout their life cycle, from raw material
extraction and transport to processing and final disposal. This significant reduction underscores Skinrock’s commitment to sustainability.

Study conducted by BrainSource AG.



The fierce beauty of 
alpine mountain ranges. 
Wherever you want it.

Rough, raw textures. Bold structures. The awe-inspiring power of majestic
mountain ranges.

Our unique designs capture the unrivaled beauty and aesthetics of
mountain massifs from around the world. With many distinctive styles,
Skinrock brings the feeling of standing on top of the world—whether in
your bathroom, living room, or patio. From dark, bold tones to delicate,
light hues, we offer options to suit every style and preference.

As a versatile natural stone, our veneers are both durable and elegant,
enhancing every surface they adorn.



Iconic style, 
luxurious feeling.
Skinrock is a highly versatile natural stone that can be
installed both indoors and outdoors—and it thrives in
wet environments. Moisture and humidity, even in
bathrooms, are no challenge for our durable veneers.

Whether placed on floors or walls, Skinrock adapts
effortlessly to corners and curved surfaces. With a
variety of styles to choose from, dark tones offer a
bold and dramatic look, while lighter stones provide
versatility and pair well with a range of design ideas.

The naturally textured finish of Skinrock creates a
distinctive and inviting atmosphere. Beyond its stunning 
appearance, Skinrock meets safety standards and 
remains slip-resistant, even when wet.



Stone facades 
that brave the 
elements.

Stone facades 
that brave the 
elements.

As a natural stone, Skinrock is exceptionally
tough and adaptable, offering a wide range
of applications to meet individual needs.

Equally impressive indoors and outdoors,
Skinrock veneers withstand wind and every type 
of weather. Installed as facade, floor or wall, our 
veneers demonstrate their durability as well as 
their versatility. With proper care, Skinrock 
becomes a longlasting and dependable 
enhancement to any architectural project, 
combining resilience with timeless style.



High class 
furniture. 
Fiercely 
beautiful.

Universally applicable, Skinrock excels even
in furniture manufacturing. 

Our unparalleled veneers are not limited to walls 
and floors—they also shine in unique and delicate 
projects like furniture design. With veneer options 
in a range of colors and textures, Skinrock offers 
a versatile palette to suit every interior style, from 
rustic to contemporary, polished to textured. 

Whether used for tables, casework, sculptures,
shelves, or other intricate creations, Skinrock’s
thin, lightweight design makes it ideal for fragile  
and detailed furniture projects, delivering  
unmatched versatility and elegance.



High class 
furniture. 
Fiercely 
beautiful.

Radiant Stone.
With the right lighting, Skinrock veneers create 
a one-of-a-kind atmosphere. Their exceptional 
thinness allows them to be backlit, showcasing 
their natural beauty in an entirely new way. 

Slate and quartzites can be made translucent, 
each displaying its unique and strikingly 
characteristic grain. From rough, textured 
surfaces to more delicate finishes, every 
veneer becomes breathtaking when illuminated. 

The possibilities are endless: walls, picture
frames, and even façades can be backlit,
adding brilliance and enhancing their
surroundings with unmatched elegance.



Natural Stone
Tailored to your Style.

Whether slate, quartzite, sandstone, or marble, Skinrock offers distinct designs in a variety  
of patterns and textures to suit every taste. 

Choose from green tones, copper hues, red accents, anthracite shades, or even pink high-
lights—with or without shimmering mica details. Thanks to its wide range of designs, stones, 
and surfaces, Skinrock seamlessly complements any style, from classic to contemporary.



Natural Stone
Tailored to your Style.

Lime White
Rough Split Slate

Steel Black
Rough Split Slate

Golden Drops
Rough Split Slate

Fresh Earth
Rough Split Slate

Mother Earth
Rough Split Slate



Ocean Green
Rough Split Quartzite

Wood Root
Rough Split Slate

Multi Pink
Rough Split Slate

South Grey
Rough Split Slate

Purple Grey
Rough Split Slate



Shining Tree
Rough Split Quartzite

Shining Leaves
Rough Split Quartzite

Shining Hill
Rough Split Quartzite

Copper Natural
Rough Split Quartzite

Jungle Fire
Rough Split Quartzite



Mountain Line
Raw Marble

Cosmos
Raw Marble

Fantasy White
Raw Marble

Artic Storm
Raw Marble

Sea White
Raw Marble



Swiss Grey
Sandstone

Classic grey sandstone from
the Swiss quarry owned by

the Balocher family

Sparkle
Raw Marble

Graphito
Raw Marble

Rainbow
Raw Marble

Desert Storm
Raw Marble



Stone Surfaces. 
Effortlessly Versatile.

Skinrock weighs just 10oz/ft2.

Easy 
installation

No other stone matches the ease of handling that
Skinrock offers. It can be glued onto both smooth
and textured surfaces, effortlessly adapting to
curved shapes. Universally applicable, Skinrock
can be installed in virtually any setting.

Beyond its lightweight design, natural stone texture,
and remarkable flexibility, Skinrock stands out for its
simplicity of installation. It can be adhered to almost
any material, including metal, wood, acrylic, cement, 
concrete, or ceramic, making it a versatile choice for 
countless applications.



Skinrock weighs just 10oz/ft2.

Easy 
installation

Skinrock weighs just 10oz/ft2.
This means that the large 4x8 ft panels
weigh approximately 20 lbs. Due to its
light weight, Skinrock is extremely
easy to handle and can be installed
by just one person.

Easy to install and easy to work with,
the veneers can be cut with a track
saw with a carbide-tip finish blade,
wet mill, a plunge mill or an angle
grinder with a diamond cutting disc.

If the cutting edge is concealed after
installation, the panels can even be
trimmed with plate shears.

Our veneers are installed using a 3/16”
notch trowel. To avoid hollow spaces,
the panels simply have to be pressed
on with a pressure roller.

To protect the veneers against stains
we recommend treating with an
impregnating sealer. This can easily
be done by using a brush, roll or
soaked cloth.



Technical 
Specifications.
Weight: approx. 10oz/ft2, 
Material Thickness: 1.5-3.0 mm 
Scale: 98.5” x 47.25” Oversize on request 

Skinrock is a product of nature. Color and pattern will 
differ from the pictures shown in the catalog.

Test Results:
Conformance Certificate
(TVU Quality Service, Gujarat/July 2014)
CE-No. TVU/CPR/2014/01

Fire Prevention test as provided for in DIN 4102 part 1  
(DMT GmbH & Co. KG, Dortmund/January 2014) Meets 
requirements for B2 Construction material category.

High resistance to frost/salts formed as a result of  
thawing in accordance with standard SIA 262/1:2013  
(Technotest AG, Ruschlikon/May 2014) 

Measured quantity of peeling material equals to 20 of 
30g in both Skinrock tiles and is negligible.

No notable changes in the surface were found on both 
tested specimens after freezing and thawing with 
formation of salts.

Water steam diffusion according to SN EN 1931



Recommended Adhesive  
for Skinrock Installation
MAPEI Ultrabond Eco PU 2K
A two-component, solvent-free polyurethane
adhesive designed for high-performance bonding  
of natural stone, ceramics, and mosaics on a wide
range of substrates.

Key Features: 

  • Excellent adhesion to resin-backed stone and difficult
     substrates (metal, PVC, wood, etc.)
  • High elasticity and resistance to movement, deformation, and aging
  • Waterproof and suitable for both indoor and outdoor use
  • Slip-resistant and non-shrinking, ideal for vertical surfaces
  • Low VOC emissions (EC1 Plus) – safe for installers and the environment

Technical Specs: 

  • Pot life: 20–30 minutes
  • Set to foot traffic: 12 hours
  • Full cure: 7 days
  • Application temp: 41°F to 86°F.
  • Consumption: Approximately 30-35sf per 5kg unit using 
     a 3/16 x 1/4” V-Notch Trowel
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